
THE AERO COLLECTION
These are the instructions for all possible Aero configurations which may include:  

4-Seater, 3-Seater, 2-Seater, and Armchair all with or without a chaise and side tables.



Gather Your Eggs...

Note: Please retain all boxes until you are certain that your product isn’t damaged and that you 

do not wish to return it. Disposal of boxes may prevent/delay our ability to resolve your request.

NOTE: The number of parts you have will depend on your custom order. 
The parts shown here are all the available options.

Apron

Chaise Cushion Panel

Arm Arm (Slotted) Back Panel

Seat Bottom Seat Bottom (Deep Seat) Side Table

You may have ordered a High or  
Low arm. Please note that both will 
be shorter than the Back Panel.



More Eggs:

Legs

Angle Bracket

15mm Socket Cap Screw

Friction Pads

20mm Button Head Screw

Extended Cushion 
Support Channel 
(Optional)

Drill + Long Hex Bit



General Overview
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This is an exploded view of an armchair configuration to provide a visual overview of how the 
parts will come together! The type and number of parts you have will depend on the custom 
configuration that you’ve designed.



Step 1: Attach Back Supports

Find your seat bottom(s)

Turn the seat bottom upright. Insert 

the long side of the Angle Brackets 

through the slots from the bottom. 

Repeat this step for all Seat Bottom 

panels. 

Use 2x 20mm Button Head Screws 

to fasten each bracket to the seat 

bottom panel. Tighten with the drill, 

but keep the screws slightly loose 

so that you’re able to adjust the 

brackets in a bit.

Use 2x 15mm Socket Cap Screws 

to fasten each bracket to the back 

panel. Tighten with the drill. 

Seat Bottom
20mm Button 
Head ScrewAngle Bracket

15mm Socket 
Cap Screw

15mm Socket 
Cap Screws

Back Panel

Angle Bracket

20mm Button 
Head Screws 

Seat Bottom

NOTE: You may have multiple seats and backs depending on your custom configuration. 
Repeat this step for every seat and back set.



Step 2: Attach Arms

Optional Step: For Seats with Side Tables
If your seat has an optional side table you will want to attach the table before attaching the arms. (A) Slide your 

brackets through the open slot. (B) Place side table and insert 4 screws from underneath and tighten. (C) Slide the 

slotted arm over the side table, then follow Step 2 above to attach arm brackets.   

Repeat the process shown in step 1 for the angle brackets that will be used for the arms.  

NOTE: Single seat sofa shown for example. Attach your arms to the outer-most sides if assembling 

multi-seat options. 

NOTE: For seats with the optional side table, please follow the 
optional step below before attaching the arms. 

Side Arm

Angle 
Bracket

20mm Button 
Head Screws 

A B C

View from side View from underneath View from front

15mm Socket 
Cap Screws 



Step 3: Attach the Legs - Part 1 (Under the Arms Only)

Example Pictured: 
Underside of Armchair with Deep Seat Option

Front

Back Back Legs Always in 
Rear Position

Front Leg in  
Forward Position

Front Leg in  
Rear Position

LEG ORIENTATION GUIDE: 

NOTE: All of the legs you’ve received are identical however depending on the design of your piece, they will 

need to be positioned in either the “Rear Position” or “Forward Position” which are explained below. 

For Armchairs with the Classic Seat Cushion and Chaise Seat Cushion options, the front legs will be in the Rear 

Position. For the Deep Seat Cushion option, the front legs will be in the Forward Position.

For two, three and four seater Sofas, the front legs will be in the Rear Position for the Classic Seat Cushion option. 

The front legs will be in the Forward Position for Deep Seat Cushion or Chaise Seat Cushion options.

Rotate the sofa on its back.  

For the corner legs, use 3x 15mm 

screws per leg.



Step 4: Attach Legs - Part 2 (Interior legs that join the seats)

Underside of Sofa

For multiple seat options, the 

legs will be used to connect the 

seat bottoms together. 

The exterior / corner legs should 

already be attached as shown 

in Step 3. All interior / center 

legs will connect adjacent seat 

bottoms.

Reference the Leg Orientation 

Guide shown in Step 3 to ensure 

each leg is positioned correctly. 

Use 4x 15mm Socket Cap Screws 

in all 4 corner holes of each leg’s 

base plate to attach each leg.

Keep the screws slightly loose 

until all legs are connected.

Front Front

Back Back

Step 5: Attach Back Apron

Align the pre-attached mounting screws in 

the apron to the holes in the seat bottom. 

Fasten together using the provided drill and 

long hex bit attachment. Drill in at an angle. 

Tighten. 

Use the rear-most holes in the seat bottom to 

mount the back apron. 

FRONT

BACK

Use these holes for back apron

NOTE: Step 4 is not needed for Armchairs as all legs were attached in Step 3. 



Step 6: Attach Front Apron

Align mounting screws in the apron to the 

holes in the seat bottom. Fasten together 

using the provided drill and long hex bit 

attachment. Drill in at an angle. Tighten. 

Use the guide to the left to determine which 

set of holes will be used for mounting the 

front apron.

Use the notched apron in the front if you’re 

assembling a deep seat or chaise seat sofa. 

FRONT

BACK

Attach mounting channels for 

chaise extension if applicable.

MOUNTING CHANNEL

Use these holes if legs are in 
forward position

Use these holes if front legs 
are in rear position



Step 7: Install Chaise Panel Legs (If Applicable)

Step 8: Attach Chaise to Sofa (If Applicable)

If your sofa has the chaise option, 

install the legs by inserting 4x 15mm 

screws into the leg bracket corners.

Flip the chaise panel over 

and attach it to the sofa body 

by inserting 15mm screws 

through the holes in the 

support channels. Tighten.

Some adjustment of the 

channels may be necessary 

to align the screws.

Installation process is the 

same for the deep cushion 

panel (but without legs).

Chaise Cushion Panel



Step 9: Add Friction Pads

Included with the chaise or deep seat options are sticky pads to help keep 

the cushion from sliding. Place a sticky pad on each corner of the deep seat, 

approximately 2 inches from the outer edges. Place a sticky pad on each 

corner of the chaise and seat for the chaise option for a total of 8 sticky pads. 

2 Seat Option Shown

Step 10: Add Your Cushions

DONE!

NOTE: Friction pads are placed the same way on all seat bottoms for sofas as well.


